Key Information of the Reservoir Re-provisioning Project

Project Information 

· Duration of works – 1 April 2007 to 16 September 2009

· Number of working days - 900 days (about 30 months)

· Number of worker man-days - 60,000 man-days
· Safety Record: One million working man hours with no reportable accident.
· Volume of concrete used- 40,000 m3
· Contract Sum: about HK$500 million
Fresh Water Reservoirs
· Total capacity – 26,000 m3
· Fresh Water Reservoir No.1 – capacity: 18,000 m3 / 60m(L) x 40m(W) x 9m(H) 

· Fresh Water Reservoir No.2 – capacity: 8,000 m3 / 50m(L) x 25m(W) x 9m(H)
Salt Water Reservoirs
· Total capacity – 12,000 m3
· Salt Water Reservoir No.1 – capacity: 6,000 m3 / 47m(L) x 15m(W) x 9m(H)

· Salt Water Reservoir No.2 – capacity: 6,000 m3 / 47m(L) x 15m(W) x 9m(H)

Cavern
· Excavation volume : about 33,000 m3
· Size:

· Access tunnel: about 65m(L) x 7.5m(W) x 7.5m(H)
· Each tunnel: about 50m(L) x 17m(W) x 17m(H)
· Construction method: Drill and break ( Non- blasting )
· Noise enclosure erected at tunnel portal to allow round-the-clock construction for 12 months.

Awards
· Over 20 nos. of environment and safety awards obtained, including

· Outstanding Environmental Management & Performance Award - Bronze Award (Awarded by Development Bureau)
· Considerate Contractor Site Award - Bronze Award
